
Standard Monitoring Changes

• Change corrective action for std mon 30
– RCVR1 noncoho, DHSS and SSR to

record, enable std mon 31, 4 MDI
commands, clear CA flags

• Define new std mon channel 31
– Watch for RCVR1 to LOCK
– CA:  RCVR1 coho, enable std mon 30,

clear CA flags



Standard Monitoring Changes

• Define new std mon channel 32
– Watch for RCVR2 to UNLOCK
– CA:  DHSS and SSR to record, 4 MDI

commands, clear CA flags



Ops Scenario:  Pass Start
GAP - NR GAP - R NR - NR NR - R R - NR R - R

AOS AOS AOS AOS AOS AOS

StdMon 30 Disabled Disabled Disabled Disabled Disabled Disabled

StdMon 31 Enabled Enabled Enabled Enabled Enabled Enabled

StdMon 32 Disabled Disabled Disabled Disabled Disabled Disabled

TT AOS + n min to 

ENA StdMon32

TT AOS + n min to 

ENA StdMon32

TT AOS + n min to 

ENA StdMon32

DHSS Mode RECORD RECORD Idle/MDIH MDIH/RECORD RECORD RECORD

Carrier Up RCVR 2 RCVR1 RCVR2 RCVR1 RCVR2 RCVR1

StdMon 31 trigger StdMon 31 trigger StdMon 31 trigger

StdMon 30 ena StdMon 30 ena StdMon 30 ena

Activities STP REC STP REC MDI STP REC STP REC STP REC

DUMP/MDI DUMP/MDI DUMP/MDI MDI MDI



Ops Scenaro:  Pass End
NR - GAP R - GAP NR - NR NR - R R - NR R - R

StdMon 30 Disabled Enabled Disabled Disabled Enabled Enabled

StdMon 31 Enabled Disabled Enabled Enabled Disabled Disabled

StdMon 32 Enabled Disabled Enabled Enabled Disabled Disabled

Activities DHSS to IDLE DHSS to IDLE DHSS to MDI-H DHSS to MDI-H/RECORD DHSS to IDLE DHSS to IDLE

Disable StdMon32 Disable StdMon32

Carrier Down StdMon 32 trigger StdMon30 trigger StdMon30 trigger StdMon30 trigger

StdMon 31 ena StdMon31 ena StdMon31 ena

DHSS Mode RECORD RECORD MDI-H MDI-H/RECORD RECORD RECORD

LOS LOS LOS LOS LOS LOS



Maneuver Changes

• Disable std mon 32 before latch valve
open

• Enable std mon 32 after latch valve
close


